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This document and the information contained herein is the property of Protective Industrial Products, Inc. (PIP) and may not be used or reproduced without permission. Product users should conduct all appropriate testing or other
evaluations to determine the suitability of PIP products for a particular purpose or use within a particular environment. PIP DISCLAIMS ALL WARRANTIES OTHER THAN AS EXPRESSLY PROVIDED..

DESCRIPTION
• Protective eyewear per excellence. 
• Offers all attributes for an effective protection.
• Lateral coverage and light eyebrow protection.
• Flexible nose designed to fit the majority. 
• Pivoting and adjustable temples with soft end 
tips.
•       Panoramic vision in all circumstances. 
• Anti-Scratch/Anti Fog.
• Available in gas welding version / tint 5 .

TECHNICAL DATA
LENS
TYPE Single
MATERIAL Polycarbonate 

99.99% UVA et UVB light 
absorption

THICKNESS 2.0 mm
BASE CURVE 6
FRAME
MATERIAL Nylon
PACKAGING
PACKAGING 12 pair inner box, 144 pair 

per case
CASE ZIZE cm:  25 x 16 x 8.5 
CASE WEIGHT 421.6 gr
SINGLE PAIR 
WEIGHT

29.3 gr 

COUTRY OF 
ORIGIN

Taiwan

ATLAS

LARGE FIELD OF VISION, LATERAL AND        
EYEBROW PROTECTION

ITEM NUMBERS & BARCODES

ITEM FRAME 
COLOR LENS COLOR & COATING LENS CODE FRAME CODE EAN

CODE

250-56-0020-EN Navy Blue Clear, Anti-Scratch/Anti Fog 2C-1.2 P 1 FT CE P EN 166 FT CE 4895171727605

250-56-0015-EN Navy Blue Tint 5, Anti-Scratch/Anti Fog 4-5 P 1 FT CE P EN 166 FT CE 4895171727629 

250-56-0020-EN

250-56-0015-EN

MOLDED NOSE 
BRIDGESOFT END TIPSPIVOTING 

TEMPLES
AJUSTABLE 

TEMPLES


